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SYMBOLS AND MARKING

Product name

Nominal voltage frequency
Max.current
Max.power consumption
Protection class

/ 000 0 VAC
00.00 A
0.00 kW
IP 00

/ 0 /Hz

Made in Šiauliai, Lithuania

SKU000000

LN: LN000000      2019.01.01
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Figure 1.1 - Technical label

1 - Logo; 2 - Product code (SKU); 3 - Product name; 4 - Technical data; 5 - Production place; 6 - Lot number and production date.

GENERAL INFORMATION

Before installing the unit read the entire information provided in this document. 
-

-
sentative. 

of manufacturer or his representative. 

label. 

Original purchaser should be certain of suitability of the unit for operating in selected conditions before placing order and mounting the unit.

TRANSPORTATION AND STORAGE

-

PURPOSE OF THE DEVICE

DESCRIPTION

Integrated thermal protection of motor.

-

OPERATING CONDITIONS

Unit shall be operated indoors only. 
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SAFETY MEASURES

Do not use this unit for purposes other than those provided in its design.

Do not install and use the unit on uneven surfaces or other unstable planes. 

INSTALLATION

MECHANICAL CONNECTION

by the unit to the air duct system and environment. 

vibrations. It may be the reason of fault of the motor of the fan. 

to suppress the noise.  

   
1.

   
2.
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3.                                                                  4.                                                                                5.

        
6.                                                                            7a.                                                                                7b.

      
7c.                                                                      7d.                                                                     7e.

ELECTRIC INSTALLATION

manufacturer or his representative. 

The unit must be adequately grounded. 
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WIRING DIAGRAM
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START-UP

MAINTENANCE

Bearings of the fan are maintenance-free. 

-
nance. 

IMPROPER OPERATION AND REPAIR

DIMENSIONS AND WEIGHT
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AKU
B W H H1 M N øD E S F G m

[mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]
125 D 42

125 M 42

160 D 42

160 M 42

200 D 42

200 M 444 444 222 222 42

250 D 42

250 M 444 444 222 222 42

250 S 42

315 D
315 M
400 D
400 S
125 EKO
160 EKO
200 EKO
250 EKO
315 EKO

12,5
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AKU
B E F H M N W m

[mm] [mm] [mm] [mm] [mm] [mm] [mm]
500x250 EKO
700x400 EKO
700x400S EKO

TECHNICAL DATA

AKU EKO 125 160 200 250 315
- phase/voltage

- current [A]

- speed [min ]

-
ture

o]

- motor protection class

#2

AKU 125 D 125 M 160 D 160 M 200 D 200 M
- phase/voltage

- current [A]

- speed [min ]

- capacitor [μF] 4 2 4 4
o]

- motor protection class

#4 #4 #4

AKU 250 D 250 M 250 S 315 D 315 M 400 D 400S
- phase/voltage

- current [A]

- speed [min ]

- capacitor [μF]
o]

- motor protection class

AKU EKO 500X250 700X400 700X400 S
- phase/voltage

- current [A]

- speed [min ]
o]

- motor protection class
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ECODESIGN DATA TABLE

AKU 125 D 125 M 160 D 160 M 200 D 200 M
2a ]
2a ]
2a ]

Declared typology Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Type of heat recovery system N/A N/A N/A N/A N/A N/A

N/A N/A N/A N/A N/A N/A

 [ m /h ]

-

[ m /s ]

N/A N/A N/A N/A N/A N/A

- N/A N/A N/A N/A N/A N/A

Internet address for disassembly instructions

AKU EKO 125 160 200 250 315 500X250 700X400 700X400 S
Declared typology Unidirec-

tional
Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Unidirec-
tional

Type of drive

N/A N/A N/A N/A N/A N/A N/A N/A

[ m /s ]

N/A N/A N/A N/A N/A N/A N/A N/A

Face velocity [ m/s ] N/A N/A N/A

Internal pressure drop of venti-
lation components

N/A N/A N/A N/A N/A N/A N/A N/A

Internet address for disassem-
bly instructions
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DECLARATION OF CONFOMITY

SALDA, UAB

LT-78109 Šiauliai, Lithuania
Tel.: +370 41 540415

Hereby confirms that the following products:

AKU, AKU EKO

Provided it was delivered and installed in the facility in accordance with the included installation instructions, comply with all applicable 
requirements in the following directives and regulations:

Machinery Directive 2006/42/EC
Low Voltage Directive 2014/35/EU
EMC Directive 2014/30/EU
RoHS 2 Directive 2011/65/EU
Energy labeling of residential units Nr. 1254/2014
Ecodesign requirements for ventilation units Nr. 1253/2014

EN ISO 12100:2012 - Safety of machinery - General principles for design - Risk assessment and risk reduction.
EN 60335-1:2012 - Household and similar electrical appliances. Safety. Part 1: General requirements.
EN 60529:1999/A2:2014/AC:2019 - Degrees of protection provided by enclosures (IP code).
EN 60204-1:2018 - Safety of machinery - Electrical equipment of machines - Part 1: General requirements.
EN IEC 61000-6-1:2019-03 - Electromagnetic compatibility (EMC) -- Part 6-1: Generic standards - Immunity for
residential, commercial and light-industrial environments.
LST EN 61000-6-2:2019 - Electromagnetic compatibility (EMC) -- Part 6-2: Generic standards - Immunity for industrial environments.
LST EN 61000-6-3:2008 - Electromagnetic compatibility (EMC) -- Part 6-3: Generic standards - Emission standard for
residential, commercial and light-industrial environments.

Quality: ISO 9001:2015. 

2020-11-02

Director product development
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WARRANTY

the invoice date.

such damage.

-

damaged by installing the control system.

-

days and deliver the equipment to manufacturer. Delivery costs should be covered by customer.

LIMITED WARRANTY COUPON

Warranty term

 

..........................................................................................................................................................................

D

-
tional characteristics of the Products.

-

-
garded.



Ragainės g. 100
Šiauliai LT-78109, LITHUANIA

+370 41 540 415
office@salda.lt

MAN000149

UNIT’S MAINTENANCE TABLE

Product name*

LOT number*

Instalation Interval Date

Fan cleaning Once a year**   

Heat exchanger cleaning Once a year**     

Filter replacement Every 3-4 
months**   

* - Look at the product label.
** - At least.

NOTE. 


